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GM510 

 تاریخ انتشار

2018 

 فروشگاه اینترنتی سیان شاپ
 گیری و ابزار دقیق  ارائه دهنده تجهیزات اندازه 

www.seeanshop.com 
 

 
در این فروشگاه امکان خرید انواع ابزارهای اندازه گیری و 

 تجهیزات ابزاردقیق با برندهای مختلف همچون تجهیزات
KYORITSU و HIOKI  محصول کشور ژاپن، ابزارهای برند

FLUKE و HANNA محصول کشور آمریکا، ابزارهای 
TESTO محصول کشور آلمان، تجهیزات KIMO  محصول

 LUTRON کشور فرانسه و همچنین تجهیزات صنعتی
 و ... وجود دارد.محصول کشور تایوان 

 شرکت فنی مهندسی سیانکو
 051-37137305 و  021-47627010 تلفن تماس: 

 www.seeanco.com & seeanco.ir 
 برج گلدیس میدان صادقیه، تهران،

 خیابان صاحب الزمان نبش صاحب الزمان هشت  مشهد، 
 

https://www.seeanshop.com/
http://www.seeanco.com/
http://www.seeanco.com/
http://www.seeanco.ir/
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Main Inside Heading 
 
Secondary Heading 

The purpose of a catalog is to sell products or services to a targeted 
audience, or to advertise upcoming classes or events. Catalogs can be 
a great way to market your products or services, and also build your 
organization’s identity. 
 
Secondary Heading 

First, determine the audience of the catalog. This could be anyone 
who might benefit from the products or services it contains. Next, 
establish how much time and money you can spend on your catalog. 
These factors will help determine the length of the catalog and how 
frequently you publish it.  
Also consider how you want to print your catalog. You can print it on 
a desktop printer, at a copy shop, or at a commercial printing service. 
Before you print your catalog, consider how you will bind your pages. 
The number of pages, how the reader will use it, and whether you 
mail it will help you determine the type of binding. For example, if 
you have only a few pages and your catalog is meant to be held, you 
might consider folding the pages and stapling the spine. Larger 
catalogs that are meant to be folded flat work best with a plastic 
binding with punched holes, while larger publications. 
 
 

BENETECH GM510 
 

This is a good place to briefly, 

 BENETECH GM510 فشارسنج تفاضلی دیجیتال بنتک مدل
رنج اندازه گیری  با قابلیت اندازه گیری دما محیطی با GM510 فشارسنج تفاضلی دیجیتال بنتک مدل

 واحد اندازه گیری 11با دقت بالا و دارای  با قابلیت اتصال به کامپیوتر، فشارسنج دستی میلی بار 100
bar ،mbar ،kpa ،kgf / cm2، mmHg ،cmH2O ،Ozf / in2 ،psi ،inHg ،inH2O ،ftH2O  برای

ها  داده انتقال و تجزیه و تحلیل میتواند به کامپیوتر برای USB این دستگاه با رابط .انتخاب کاربر است
ی فشار خون و فشار تنفس وصل شود. از جمله کاربردهای دستگاه معادن زغال سنگ،تعیین سرعت باد،

 .در پزشکی و ... استفاده میشود

 BENETECH GM510 مشخصات فنی فشارسنج تفاضلی دیجیتال بنتک مدل

 محدوده اندازه گیری فشار

 ±10 kPa 

 : دقت

±0.3%FSO(25℃) 

 : تکرار پذیری

±0.2%(Maximum＋/－0.5%FSO) 

 هیسترزیس 

±0.29 % FSO 

 زمان پاسخ :

 0.5  s 

  دمای عملیاتی

 ℃  0~50  

 USB رابط

 نشانگر کاهش باطری
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BENETECH 
GM510 

 
 :مشخصات فنیجدول  

Measuring range: ±10kPa 
Accuracy: ±0.3%FSO(25℃) 
Repeatability: ±0.2%(Maximum＋/－0.5%FSO) 
Linearity/hysteresis: ±0.29%FSO 
Response: Typical 0.5 s 
Low battery indication 
USB communication 
Up overload indication: Err1 
Down overload indication: Err2 
Operating temperature: 0~50℃ 
Storage temperature: -10~60℃ 
Power supply: 1.5V AAA battery*4 
Standard Quantity Per Carton: 40PCS 
Standard Carton Size: 45.5*45.3*41.2cm 
Standard Carton Gross Weight:19.7KG 

 
 
 


