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Model: GD- 3803

4 in 1 Multifunction GAS Meter 

Specification

O2 Measurement

Oxygen Range 1 - 30 % vol. O2

Oxygen Resolution 1.0 % 

Oxygen Respond Time <15 Seconds

CO Measurement

Carbon Monoxide)CO( Range 0 - 1000 ppm

Carbon Monoxide)CO( Accuracy  ± 5 % F.S

Carbon Monoxide)CO( Resolution 1 ppm

Carbon monoxide)CO( Respond time < 2 Seconds

CO2 Measurement

Carbon Dioxide)CO2( Range 0 - 9999 ppm CO2

Carbon Dioxide)CO2( Resolution 1 ppm

Carbon Dioxide)CO2( Accuracy ± 75 ppm or ± 5 %  o� reading

Carbon Dioxide)CO2( Respond time 120 Seconds

Air Temperature & Humidity  Measurement

Temperature Range 0 oC to 50 oC  ) 32 oF to 122 oF(

Temperature Resolution 0.1 oC / oF

Temperature Accuracy ± 1 oC

Humidity Range 0 to 100 % RH

Humidity Resolution 0.1 % RH

Humidity Accuracy
± 3.5 % RH @20 to 80 % RH
± 5 % RH @0 to 20 % RH or 80 to 100 % RH

Operate Environment 0 oC to 50 oC ) 23 oF to 122 oF ( at < 90 % RH

������ ا��ازه ���� :

���وده ا��ازه ����:

1  ~ 30 %  vol : O 2 ا����ن

  0 ~ 1000 ppm    : CO ���� ������� 

  0 ~ 9999 ppm    : CO 2 ���� د� ا���� 

0 ~50 OC : د��

0 ~  100 % RH ر���� ���� : 

دی�� ������ �� : 

د�� ��� 

��اغ �� ز���� ���ی���

����� ������ / ����ی�� / ����� ���دی�

USB inter�ace را��

���اه �� ��� ��� 

EMC 
EN : 61326


